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Test Equipment Technologies
İPLİK BÜKÜM TEST
CİHAZI

Dokunmatik dijital panel

Tek ve çift kat iplik büküm ölçümü,

Manuel veya otomatik mod seçebilir,

Ölçüm uzunluğu 10-500 mm,

Hız maksimum 3000 rpm,

Ön gerilim hesaplama,

USB haberleşme,

Mini yazıcı opsiyonel olarak sunulmaktadır.

STANDARTLAR , ISO 2061, BS 2085, ASTM

1422/1423, DIN 53832, IWTO 25-70

Rakamlar yaklaşık olup, görüntü ve rakamlar beyan etmeksizin değiştirilebilir. 
Ürünlerin görüntü ve teknik özelliklerinin telif haklı saklıdır. İzinsiz kullanılamaz. 
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YARN TWIST TESTER

Touch digital panel
Single and double yarn twist measurement,
You can choose manual or automatic mode,
Measuring length 10-500 mm,
Speed ​​max 3000rpm,
Pre-tension calculation,
USB communication,
Mini printer is available as an option.
STANDARDS , ISO 2061, BS 2085, ASTM 1422/1423,
DIN 53832, IWTO 25-70

Figures are approximate. Images and figures are subject to change without notice.
Product  images and technical features are copyrighted. They cannot be used without permission.

Test Equipment Technologies


